
SIMPLY THE BEST  FOR YOUR FLOOR



• KITCHEN’S & LIVINGROOM’S PRODUCTS BENEFITS

• BATHROOM’S & BEDROOM’S PRODUCTS BENEFITS

• PLANKS

• XL PLANKS

• TILES

• LAYING INSTRUCTIONS

• TECHNICAL CHARACTERISTICS
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Description
Total Thickness EN 428 mm  4.50

Wear- layer thickness EN 429 mm  0.55 

Weight EN 430 g/m² 7 409

Planks size EN 427 mm
176 x 1000 • x 11
204 x 1239 • x 8
360 x 696 • x 8

Classification
Norm - Product Specification - -  EN 649

European classification EN 685 class  33 - 42

Fire Rating EN 13 501-1 class  Bfl-s1

Static Electrical Propensity EN 1815 kV < 2 

Slip Resistance Wet : ramp test with oil DIN 51 130 class R9

Performances

Wear Group EN 649 group  T

Dimensional stability after exposure to heat EN 434 %   ≤ 0.15 

Residual Indentation EN 433 mm  ≤ 0.15

Thermal Conductivity EN 12 524 W/(m.K)  0.25

Colour Fastness EN 20 105 - B02 degree  ≥  6

Surface Treatment - -  PUR+

Environment • Indoor air quality
VOC rate 28 days ISO 16000-6 µg/ m3 < 100

CE Marking

EN 14041




